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For all specific requests, please dont hesitate to contact us through mail: contact@lubrilog.fr or by phone +33 4 75 45 26 00
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SILOG® & STARSIL®

Conceived from a selection of silicon oils the complete range of SILOG® and STARSIL® greases serve a wide range of appli-
cations involving friction. They reduce friction, offer sealing and serve as assembly aid for mounting modern materials such as 
plastics, elastomers, mixed assemblies (metals/plastics) over a wide range of temperatures without any toxicity.

MOUNTING PASTES

Products Viscosity
40° C mm2/s Thickener Base oil

Temperature 
range °C Speed factor

(N.dm) Advantages
Mini Maxi

SILOG 1, SILOG 2 350 Gel Silicone -50 180 >300 000

• �Very good compatibility with plastics and elastomers 
• �Very good stability to extreme temperatures 
• �Excellent antisqueak properties                               
• �Excellent viscosity index                                                      
• �Good adherence according to grades
• �Very low friction in presence of PTFE - thickener
• �Completely non-toxic without any odour.

SILOG 1352 5000 Gel Silicone -50 180 >200 000

SILOG 33 350 Lithium Silicone -50 180 >500 000

SILOG 111 10 000 Gel Silicone -40 200 >100 000

STARSIL 2 350 PTFE Silicone -50 180 >300 000

STARSIL HT 2 125 PTFE Silicone -50 200 >600 000

SILICON PASTES 
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PIGMENTED ANTI ‘CORROSVE’ MOUNTING PASTES
These compounds, incorporating a high amount of mineral or organic pigments are particulary developped by LUBRILOG for 
the applications involving the metallic assemblies exposed to high temperatures or aggressions such as :  
- Fretting corrosion 
- Oxidation 
- Galvanic corrosion

Products Viscosity
40° C mm2/s Thickener Base oil

Temperature 
range °C Advantages

Mini Maxi

CERILOG 460 Sulfo-card/
complex Mineral -30 160

• �No heavy metals.
• �Efficient even after liquid phase disappearance.
• Facilitate both electric and thermal conductivity.
• �Excellent anti-seizing properties
• �Eliminate static electricity
• �Exceptional anti-corrosion properties

CUPROLOG G 1 150 Lithium 
+ Cooper Mineral -30 1000

ALUSTAR G 1 150 Lithium 
+ Aluminium Mineral -30 600

GRAFINOX G 1 68 Gel + Inox PAO -50 1000

FLUORINOX 460 Gel + Inox PFPE -30 1000

GALVASIL P 750 Gel + Zinc Silicone P -60 650

GALVAFLUOR Y 500 Gel + Zinc PFPE -30 650

LUBRINOX 2 510 Gel PFPE -30 350

GREASES


