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For all specific requests, please dont hesitate to contact us through mail: contact@lubrilog.fr or by phone +33 4 75 45 26 00

FLUOLOG®

FLUOSTAR®

Products Viscosity
40° C mm2/s Thickener Base oil

Temperature 
range °C % Evaporation 

after 24H Advantages
Mini Maxi

FLUOSTAR L 2 L 15 PTFE PFPE -60 120 10/120°C

• Exceptional stability at high temperatures 
• �Excellent chemical inertness to both gases 

and aggressive liquids
• �Non-flammable and non-toxic
• �Total compatibility with plastics and elastomers
• �Very long durability
• �Very low friction
• �Very low vapor pressure
• �Good resistance to nuclear radiations

FLUOSTAR 2 L 150 PTFE PFPE -40 240 1,5/200°C

FLUOSTAR H 2 PLUS 400 PTFE PFPE -30 260 0,9/200°C

FLUOSTAR FH 2 500 PTFE PFPE -30 300 0,5/200°C

FLUOSTAR LX 2 100 PTFE PFPE -50 200 2,5/150°C

FLUOSTAR MX 2 200 PTFE PFPE -50 250 1,5/200°C

FLUOSTAR HX 2 400 PTFE PFPE -40 300 0,5/200°C

FLUOSTAR SX 2 310 PTFE + Silica 
Gel PFPE -60 320 0,4/200°C

FLUOSTAR SG 2 310 Silica Gel PFPE -60 320 0,4/200°C

FLUOSTAR XL 32 PTFE PFPE -85 150 1,5/150°C

FLUOSTAR XM 200 PTFE PFPE -65 280 0,5/200°C

FLUOSTAR XS 700 PTFE PFPE -50 320 <0,1/200°C

FLUOSTAR® represents a range of high quality greases based on specific perfluorinated oils.  
FLUOSTAR® greases are recommended when the other lubricants, mineral or synthetic, cannot meet the most demanding 
specifications.

FLUORINATED GREASE
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Products Viscosity
40° C mm2/s Thickener Base oil

Temperature 
range °C % Evaporation 

after 24H Advantages
Mini Maxi

FLUOLOG K 258 8 PTFE PFPE -70 80 10 / 90°C

• �Exceptional high temperature stability.
• �Excellent chemical inertness (gas and aggressive liquids)
• �Non-flammable
• �Total compatibility with plastics and elastomers
• �Very long life time
• �Very low friction
• �Very low vapor pressure
• �Good resistance to nuclear radiations
• �Non toxic

FLUOLOG K 259 15 PTFE PFPE -60 120 10 / 120°C

FLUOLOG KEL 15 PTFE PFPE -60 120 8 / 120°C

FLUOLOG LMX 2 85 PTFE PFPE -70 220 2,5 / 200°C

FLUOLOG KEM 90 PTFE PFPE -40 200 2 /150°C

FLUOLOG LX 2 90 PTFE PFPE -40 200 2 / 150°C

FLUOLOG KES 220 PTFE PFPE -30 250 0,5 / 150°C

FLUOLOG 2 L 220 PTFE PFPE -35 250 0,7 / 150°C

FLUOLOG MX 2 220 PTFE PFPE -35 300 0,5 / 150°C

FLUOLOG MG 2 220 Gel PFPE -35 250 0,5 / 150°C

FLUOLOG K 400 395 PTFE PFPE -30 260 0,7 / 200°C

FLUOLOG K 500 500 PTFE PFPE -30 300 0,3 / 200°C

FLUOLOG® represents a range of greases based on perfluorinated oils.  
FLUOLOG® greases are recommended when the other lubricants, either mineral based or synthetic based, cannot meet the 
desired specifications.		

FLUORINATED GREASES

GREASES
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FOOD GRADE
FLUOSTAR® regroups a range of premium quality greases based on specific perfluorinated oils. FOOD GRADE series should be 
used for the lubrication of bearings, seals and various assemblies operating in extreme conditions with potential risk of incidental 
contact with food.  FLUOSTAR® FG / SX and LUBRINOX greases were approved  NSF H1 along with all the benefits of a 
classic FLUOSTAR® range.

FLUOSTAR® FOOD GRADE

Products Viscosity
40° C mm2/s Thickener Base oil

Temperature 
range °C Advantages

Mini Maxi

FLUOSTAR FG 0 500 PTFE PFPE -30 300

• �Exceptional stability at high temperatures.
• �Excellent resistance to water and chemicals.
• �Non-flammable.
• �Full compatibility with plastics and elastomers.
• �Very long life.
• �Very low friction.
• �Good viscosity-temperature behavior.
• �Very low vapor pressure
• �Good resistance to nuclear radiation.
• �Non-toxic : Approved USDA-H1

FLUOSTAR FG 1 500 PTFE PFPE -30 300

FLUOSTAR FG 3 500 PTFE PFPE -30 300

FLUOSTAR SX 1 310 PTFE + Gel PFPE -60 320

FLUOSTAR SX 2 310 PTFE + Gel PFPE -60 320

LUBRINOX 2 510 Gel PFPE -30 350

7GRAFOLOG®
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GRAFOLOG®

The GRAFOLOG® range of greases are dedicated to the lubrication of heavy duty open gear drives used in the following 
industries : Cement, ore, steel, coal lines in the thermal stations, fertilizers, chemicals (lateral transmissions of furnaces, grinders, 
dryers, coolers, mixers and rotating tubes in general)

7GRAFOLOG®

Products Viscosity
40° C mm2/s Thickener Base oil

Temperature 
range °C Avantages

Mini Maxi

GRAFOLOG H 0 500 Aluminium Complex Mineral -20 120

• �Aluminium complex based soap thickener 
• �High purity mono crystalline graphite
• �Exceptional resistance to seizing
• Excellent antiwear and extreme pressure resistance properties
• �Resistance to high temperatures
• �Excellent performance under heavy loads and slow speeds

GRAFOLOG H 0 + 1100 Aluminium Complex Mineral -10 180

GRAFOLOG H 2200 2200 Aluminium Complex Mineral 0 200

GRAFOLOG M FLUID 3000 Aluminium Complex Mineral -10 120

GRAFOLOG MT FLUID 7500 Aluminium Complex Mineral 0 140

GRAFOLOG H 00 R 320 Aluminium Complex Mineral -10 200

GRAFOLOG R FLUID 2000 Aluminium Complex Mineral -10 120

GREASES
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LOGREASE®

LOGREASE® range of multifunctional greases offer a combination of benefits : excellent grip, high temperature resistance, load 
resistance and resistance to water.		
				  
				  

LOGREASE®

STARPLEX®

Products Viscosity
40° C mm2/s Thickener Base oil

Temperature 
range °C Advantages

Mini Maxi

LOGREASE 000 100 Lithium Mineral -25 110

• �Multifunctional greases  
• �Wide range of temperature utilisation
• �Excellent protection against corrosion
• �Good resistance to water

LOGREASE 00 100 Lithium Mineral -25 120

LOGREASE 0 100 Lithium Mineral -25 120

LOGREASE 1 100 Lithium Mineral -30 130

LOGREASE 2 100 Lithium Mineral -30 130

LOGREASE 3 100 Lithium Mineral -30 130

LOGREASE M 2 100 Lithium + 
MoS2 Mineral -30 150
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HIGH TEMPERATURE GREASES

STARPLEX®

The greases form STARPLEX® range are commonly used in mechanical and heavy industries. They are mainly employed for the 
medium and high temperature applications in presence of water and/or steam. These greases are also applied for the lubrica-
tion of bearing exposed to shocks and high vibration levels.			 
				  
				  
				  

Products Viscosity
40° C mm2/s Thickener Base oil

Temperature 
range °C Speed factor 

(N.Dm) Advantages
Mini Maxi

STARPLEX G 1 110 Lithium Complex Mineral -20 150 > 400 000

• �High mechanical and thermal stability.
• �Resistance to washing.
• �Resistance to shocks and vibrations.
• �Highly adhesive.
• �Reinforced anti-corrosion protection.
• �Decreased frequency of lubrication.
• �Excellent, inherent antiwear and extreme pressure 

properties.

STARPLEX G 1 M 110 Lithium Complex 
+ MoS2

Mineral -20 150 > 400 000

STARPLEX G 2 110 Lithium Complex Mineral -20 180 > 400 000

STARPLEX G 2 M 110 Lithium Complex 
+ MoS2

Mineral -20 180 > 400 000

STARPLEX GM 2 150 Polyurea Mineral -25 160 > 500 000

STARPLEX GM 500 460 Polyurea Mineral -20 180 > 300 000

STARPLEX HT 462 460 PTFE/Gel Ester -20 200 > 300 000

STARPLEX GS 2 100 Polyurea Pao/Ester -40 200 > 600 000

STARPLEX HT 2 LIGHT 32 Lithium Gel Pao/Ester -50 190 < 800 000

STARPLEX HT 2 MEDIUM 150 Nano PTFE Special 
Ester -40 210 < 500 000

STARPLEX HT 2 HEAVY 460 Nano PTFE Special 
Ester -20 230 < 250 000

GREASES
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STARGREASE®

PLASTOGREASE®

STARGREASE® range of lubricants are made from semi-synthetic base oils and high technology sulphocarbonates complexes. 
Thanks to their composition, these greases have exceptional, inherent antiwear and extreme pressure properties coupled with 
excellent resistance to heat, steam and diluted chemical agents.				  
				  
				  

Products Viscosity
40° C mm2/s Thickener Base oil

Temperature 
range °C Speed factor 

(N.Dm) Advantages
Mini Maxi

STARGREASE LIGHT 68 Sulfonate-carbonate 
/ Complex

PAO  
/ Mineral -40 150 > 600 000

• �Excellent protection against corrosion.
• �High thermal and mechanical stability.
• �Very high pressures resistance.
• �Resistance to washing.
• �Non-toxic (No heavy metals)
• �Long service life even at high temperatures.
• �Highly adhesive
• �Excellent alternative to the greases based on Barium soap

STARGREASE 
MEDIUM 220 Sulfonate-carbonate 

/ Complex
PAO  

/ Mineral -25 150 > 400 000

STARGREASE 
HEAVY 1000 Sulfonate-carbonate 

/ Complex
PIB  

/ Mineral -20 150 > 250 000

STARGREASE HV 420 Sulfonate-carbonate 
/ Complex Mineral -25 180 > 300 000

STARGREASE LSK 2 460 Complex 
/ Complex

PIB  
/ Mineral -20 160 > 100 000

MULTI-PURPOSE, LONGLASTING, HIGH-TECH GREASES
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GREASES FOR SMALL MECHANISMS AND COMPOSITE MATERIALS
PLASTOGREASE® range was formulated by LUBRILOG from saponified synthetic oils. These greases can be used for a variety 
of industrial applications such as automotive, micro mechanics and connectors. These greases are of particular interest wherever 
the plastics are involved or wherever a low friction at low temperature is required.

Products Viscosity
40° C mm2/s Thickener Base oil

Temperature 
range °C Speed factor 

(N.Dm) Advantages
Mini Maxi

PLASTOGREASE 
BASE 22 Lithium PAO -50 150 >800 000

• �Good compatibility with plastics and elastomers.
• �Good thermal and mechanical stability
• �Very low coefficient of friction.
• �Excellent antisqueack properties.
• �Can be used at very low temperatures.
• �Very good viscosity index.
• �Good adhesion, depending on grades.
• �Non-toxic

PLASTOGREASE TIXO 32 Lithium 
+ Gel PAO -50 150 >800 000

PLASTOGREASE TAC 46 Lithium PAO -50 150 >500 000

 PLASTOGREASE TF 32 Lithium 
+ PTFE PAO -50 150 >500 000

PLASTOGREASE TFH 750 Lithium 
+ PTFE PAO -40 150 >250 000

GREASES
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Products Viscosity
40° C mm2/s Thickener Base oil

Temperature 
range °C Speed factor 

(N.Dm) Advantages
Mini Maxi

PLASTOPLEX 32 32 Lithium
Complex PAO -50 150 >800 000

• �Good compatibility with plastics and elastomers
• �Good thermal and mechanical stability
• �Very low traction coefficient
• �Excellent antisqueak properties
• �Applicable even in the low temperatures
• �Very good viscosity index
• �Good adherence depending upon the grades
• �Non-toxic

PLASTOPLEX 100 100 Lithium 
Complex PAO -50 150 >800 000

PLASTOPLEX 220 220 Lithium
Complex PAO -50 150 >500 000

PLASTOPLEX 460 460 Lithium 
Complex PAO -50 150 >500 000

SPEED®

PLASTOPLEX®

HIGH PERFORMANCE SYNTHETIC GREASES
PLASTOPLEX® range offers a low traction coefficient favouring the energy savings and long durability of the bearings. They are 
also applicable for the lubrication of plastic pieces in the automotive industry.
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SPEED® range has been designed by LUBRILOG from synthetic saponified oils for the lubrication of very high speed bearings 
(N.Dm : 1 000 000). These lubricants offer low friction and low torque even at very low temperatures.

Products Viscosity
40° C mm2/s Thickener Base oil

Temperature 
range °C Advantages

Mini Maxi

SPEED GB 1 46 Barium 
Complex PAO -45 160 • �Applicable for very high speeds

• �High thermal and mechanical stability
• �Very low coefficient of friction
• �Excellent antisqueak properties
• �Applicable for very low temperatures
• �Very good viscosity index
• �Non-toxic

SPEED GB 2 46 Barium 
Complex PAO -45 180

SPEED GL 2 14 Lithium Ester -70 130

VERY HIGH SPEED BEARING GREASES

GREASES


